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WEDRON GEOPROBE BORING AND WELL LOCATIONS

- TRANSDUCER

BASE MAP INCLUDING TOPOGRAPHIC FEATURES (DATED NOVEMBER 2011) AND PROPERTIES
BOUNDARIES WAS DEVELOPED FROM SURVEYS CONDUCTED BY VEGRZYN, SARVER AND
ASSOCIATES, INC. OF OTTAWA, ILLINOIS.

. BACKGROUND AERIAL IMAGERY IS A GOOGLE PROFESSIONAL ELECTRONIC IMAGE FILE.
DIGITAL AERIAL ORTHOPHOTOGRAPHY WAS PUBLISHED BY THE U.S.G.S. DATED APRIL 2006.

. THE USE OF AERIAL PHOTOGRAPHY CAN OFTEN MAKE BUILDINGS AND OTHER SITE
FEATURES APPEAR TO BE OVERLAPPING AND DISTORTED WHEN OVERLAID WITH ACTUAL
SITE FEATURES.

. THE LOCATION OF EXPLORATIONS AND OTHER FEATURES WERE APPROXIMATELY
DETERMINED BY OVERLAYING IMAGES OF HISTORIC MAPS AND AERIAL PHOTOGRAPHS,
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MATCHING REFERENCE POINTS, AND TRACING FEATURES. THESE LOCATIONS SHOULD BE
CONSIDERED ACCURATE ONLY TO THE DEGREE IMPLIED BY THE METHOD USED.

APPROXIMATE SCALE IN FEET

UNLESS SPECIFICALLY STATED BY WRITTEN AGREEMENT, THIS
DRAWING IS THE SOLE PROPERTY OF GZA GEOENVIRONMENTAL, INC.
(GZA). THE INFORMATION SHOWN ON THE DRAWING IS SOLELY FOR
USE BY GZA'S CLIENT OR THE CLIENT'S DESIGNATED REPRESENTATIVE
FOR THE SPECIFIC PROJECT AND LOCATION IDENTIFIED ON THE
DRAWING. THE DRAWING SHALL NOT BE TRANSFERRED, REUSED,
COPIED, OR ALTERED IN ANY MANNER FOR USE AT ANY OTHER
LOCATION OR FOR ANY OTHER PURPOSE WITHOUT THE PRIOR
WRITTEN CONSENT OF GZA. ANY TRANSFER, REUSE, OR
MODIFICATION TO THE DRAWING BY THE CLIENT OR OTHERS, WITHOUT
THE PRIOR WRITTEN EXPRESS CONSENT OF GZA, WILL BE AT THE
USER'S SOLE RISK AND WITHOUT ANY RISK OR LIABILITY TO GZA.
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